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SCIF_AREA _

FIRE DAMPER SECURED TO
WALL SLEEVE WITH 1" WELD
@ 4" O.C.

HINGED ACCESS DOOR

NON—SCIF

AREA

GENERAL

NOTES:

3-1/2" x 2-1/2" x 1/4"
ANGLE FRAME CONTINUALLY -
WELDED AT CORNERS OR

SEAMS. SECURE ANGLES @ 4
O.CANGLES MUST LAP
STRUCTURAL OPENING 3"

[8" x 8" W/O FIRE DAMPER] MINIMUM 2.
[18' x 18" MIN/ 24" x 24" 6" VP
MAX W/ FIRE DAMPER.] VAX. 3/1617 1-4 .
| 3.
" v
TYP.
SOUND 4.
TYP.
ATTENUATOR , o o<
P-
1/2" ¢ STEEL BARS AT 5.
@ m 6" 0.C. MAX. EACH WAY.
WELD TO FRAME AND AT
CROSS POINTS.
gs y
\/ ve V\\

N

6" FLEXIBLE CONNEGTION
(DIELECTRIC TYPE)

ROUND OFF BOLT HEADS OR TACK
WELD TO PREVENT REMOVAL. TYPICAL
BOTH SIDES OF WALL

SOUND RATED WALL

|

BREAKAWAY SLIP JOINT (TYP.)

3/16" STEEL SLEEVE CONTINUALLY
WELDED AT CORNERS OR SEAMS,

1/4" TQ 1/2" CLEARANCE
FILL WITH FIBERGLASS MATERIAL

OR FOAM.

NOTE:
COMPARTMENTED SCIF AREA DUCT INSTALLATION Y\
INFORMATION  FACILITY SCALE: NONE <

NOTES FOR DESIGINER:

AUD NOT INCLUDE ON CONSTRUCTION U@i_zmmv

1. FIRE DAMPER REQUIRED WHEN PENETRATING A 2 HOURS OR GREATER RATED BARRIER.

2. CONTACT LANL GROUPS S1 & S5 FOR ADDITIONAL SCIF REQUIREMENTS.
3. SEE SHEET 1 FOR ADDITIONAL NOTES.

ANCHCORAGE TC CONCRETE WALL OR
SCOLID BRICK, USE HILTI KWIK BOLT

II EXPANSION ANCHORS 3/8" @
(MIN.)

ANCHORAGE TG HOLLOW CONCRETE
BLOCK, USE HILTI TOGGLE BOLT

(CARBON STEEL) 1/2" 8 (MIN.)

ANCHORAGE TO METAL STUDS AND
GYP. BOARD WALLS, USE CARBON
STEEL THROUGH BOLT, 3/8” #
(MIN.)

PROVIDE CARBON STEEL STRUCTURAL

STEEL ANGLES, BARS & SHEET PER
ASTM A36.

WELD PER AWS D1.1, STRUCTURAL
STEEL.

DRAWING DEVELOPED FOR ML-3/
ML—4 PROJECTS. FOR ML-1/
ML—2, ADDITIONAL REQUIREMENTS
AND QA REVIEWS ARE REQUIRED.
(REMOVE THIS NOTE WHEN IN—
SERTED INTQ A DRAWING FACK-—

AGE).




